8.0 REFERENCES

CHAPTER 2.0, “BACKGROUND AND PROJECT DESCRIPTION”

Anderson, D. L., R. J. Otis, J. I. McNeillie, and R. A. Apfel. 1994. In-situ Lysimeter Investigation of Pollutant
Attenuation in the Vadose Zone of a Fine Sand. In On-Site Wastewater Treatment: Proceedings of the
Seventh International Symposium on Individual and Small Community Sewage Systems. American
Society of Agricultural Engineers, St. Joseph, M.

Angenent, L. T., B. Ramaswami, S. Dryden, S. R. Falke, Z. Yaun, and D. E. Giammar. 2006. Evaluation of
Chemical and Biological Indicators for Source Apportionment of Phosphorus in Table Rock Lake, on the
Missouri-Arkansas Boarder. Project No. WU-HT-03-00. Prepared for the National Decentralized Water
Resources Capacity Development Project, Washington University, St. Louis, MO, by Washington
University, St. Louis, MO.

Converse, J. C., and E. J. Tyler. 1998b. Soil treatment of aerobically treated domestic wastewater with emphasis
on modified mounds. In On-Site Wastewater Treatment: Proceedings of the Eighth National Symposium
on Individual and Small Community Sewage Systems, ed. D. M. Sievers. American Society of
Agricultural Engineers, St. Joseph, MI.

Bouma, J. 1975. Unsaturated Flow During Soil Treatment of Septic Tank Effluent. Journal of Environmental
Engineering Division. Vol. 101, No. 6, November/December 1975, pp. 967-983.

Bouma, J., and T. C. Daniel. 1974. Column Studies of Soil Clogging in a Slowly Permeable Soil as a Function of
Effluent Quality. Journal of Environmental Quality 3:321-326 (1974).

California State Water Resources Control Board. 2002. Review of Technologies for Onsite Treatment of
Wastewater in California. Sacramento, CA.

California Wastewater Training and Research Center and U.S. Environmental Protection Agency. 2003 (August).
Status Report: Onsite Wastewater Treatment Systems in California. Chico, CA.

Canter, L. W., and Knox, R. C. 1986. Septic Tank System Effects on Ground Water Quality. Lewis Publishers.
Chelsea, Michigan.

Chang, A. C. and A. L. Page. 1985. Soil Deposition of Trace Metals During Groundwater Recharge Using
Surface Spreading. Chapter 21, Artificial Recharge of Groundwater, ed. Takashi Asano. Butterworth
Publishers.

Crites, R. W., and G. Tchobanoglous 1998. Small and Decentralized Wastewater Management Systems.
WCB/McGraw-Hill. New York, NY.

CWTRC. See California Wastewater Training and Research Center and U.S. Environmental Protection Agency.

Daughton, C. G. and T. A. Ternes. 1999. Pharmaceuticals and Personal Care Products in the Environment: Agents
of Subtle Change? Environmental Health Perspectives. 107(6):907-942.

DeWalle, F. B., D. Kalman, D. Norman, and J. Sung. 1985. Trace Volatile Organic Removals in a Community
Septic Tank. EPA/600/2-85-050. U.S. Environmental Protection Agency, Water engineering research
laboratory, Cincinnati, OH.

EPA. See U.S. Environmental Protection Agency.

AB 885 On-site Wastewater Treatment Systems Program DEIR EDAW
State Water Resources Control Board 8-1 References



EPRI. 2001 (March). National Research Needs Conference Proceedings: Risk-Based Decision Making for Onsite
Wastewater Treatment. 1001446. Sponsored by EPRI, U.S. Environmental Protection Agency, and
National Decentralized Water Resources Capacity Development Project. Palo Alto, CA.

Evanko, C. R., and D. A. Dzombak. 1997. Remediation of Metals-Contaminated Soils and Groundwater.
Technical evaluation report TE-97-01, Ground-Water Remediation Technologies Analysis Center,
Pittsburgh, PA.

Folmar, L.C., Denslow, N.D., Kroll, K., Orlando, E.F., Enblom, J., Marcino, J., Metcalfe, C., and Guillette, L.J.,
2001, Altered sex steroids and vitellogenin induction in walleye (Stizostedion vitreum) collected near a
metropolitan sewage treatment plant: Archives of Environmental Contamination and Toxicolgy, v. 40 p.
392-398.

Folmar, L.C., Denslow, N.D., Rao, V., Chow, M., Crain, P.A., Enblom, J., Marcino, J., and Guillette, L.J., Jr.,
1996, Vitellogenin induction and reduced serum testosterone concentrations in feral male carp (Cyprinus
carpio) captured near a modern metropolitan sewage treatment plant: Environmental Health Perspectives,
v. 104, p. 1096-1101.

Goodbred, S.G., Gilliom, R.J., Gross, T.S., Denslow, N.D., Bryant, W.L., and Schoeb, T.R., 1997,
Reconnaissance of 17-estradiol, 11-ketotestosterone, vitellogenin, and gonad histopathology in common
carp of United States streams— Potential for contaminant-induced endocrine disruption: U.S. Geological
Survey Open-File Report 96-627, 47 p.

Halling-Serensen, B., S. Nors Nielsen, P. F. Lanzky, F. Ingerslev, H. C. Holten Lutzhgft and S. E. Jgrgensen.
1998. Occurrence, fate and effects of pharmaceutical substances in the environment—A review.
Chemosphere 36(2):357-393.

Hargett, D. L., E. J. Tyler, and R. L. Siegrist. 1982. Soil Infiltration Capacity as Affected by Septic Tank Effluent
Application Strategies. In On- Site Sewage Treatment: Proceedings of the Third National Symposium on
Individual and Small Community Sewage Treatment. American Society of Agricultural Engineers, St.
Joseph, MI. Hinson et al. 1994. Sand Lined Trench Septic System Performance on Wet Clayey Soils,
Proceedings of the Seventh National Symposium on Individual and Small community Sewage Treatment,
Association of Agricultural Engineers, St. Joseph, Michigan.

Jobling, S., and J. P. Sumpter. 1993. Detergent components in sewage effluent are weakly oestrogenic to fish : an
in vitro study using rainbow trout (Oncorhynchus mykiss) hepatocyte. Aquatic Toxicology 27(3-4):361—
372.

Leverenz, H., G. Tchobanoglous, and J. L. Darby. 2002 (August). Review of Technologies for the Onsite
Treatment of Wastewater in California. (Report No. 02-2.) Prepared for California State Water Resources
Control Board, Center for Environmental and Water Resources Engineering, UC Davis, Davis, CA.

Lim, T., J. Tav, and C. Tah. 2001. Influence of metal loading on the mode of metal retention in a natural clay.
Journal of Environmental Engineering. 127 (6, June).

McGauhey, P. H. and J. H. Winneberger. 1964. Studies of the Failure of Septic Tank Percolation Systems, Journal
of Water Pollution Control Federation. 36:593-606.

Otis, R. J. 1985. Soil Clogging, Mechanisms and Control, Proceedings of the Fourth National Symposium on
Individual and Small community Sewage Treatment, Association of Agricultural Engineers, St. Joseph,
M.

EDAW AB 885 On-site Wastewater Treatment Systems Program DEIR
References 8-2 State Water Resources Control Board



. 1997. Considering reaeration. In Proceedings: Ninth Northwest On-Site Wastewater Treatment
Short Course and Equipment Exhibition, ed. R. W. Seabloom. University of Washington, Seattle, WA.

Otis, R. J., J. C. Converse, B. L. Carlile, and J. E. Witty. 1977. Effluent Distribution. In Home Sewage Treatment:
Proceedings of the Second National Home Sewage Treatment Symposium. American Society of
Agricultural Engineers, St. Joseph, MI.

Otis, R.J., J.C. Converse, B.L. Carlile, and J.E. Witty. 1978. Effluent Distribution. Proceedings of the Second
National Symposium on Home Sewage Treatment. 12-13 December 1977, Chicago, IL. ASAE.
Publication 5-77. pp 61-85.

Purdom, C. E., P. A. Hardiman, V. V. J. Bye, N. C. Eno, C. R. Tyler, and J. P. Sumpter. 1994. Estrogenic Effects
of Effluents from Sewage Treatment Works. Chemistry and Ecology 8(4):275-285.

Richardson, M. L., and J. M. Bowron. 1985. The fate of pharmaceutical chemicals in the aquatic environment.
Journal of Pharmacy and Pharmacology 37(1):1-12.

Robeck, G. C., T. W. Bendixen, W. A. Schwartz, and R. L. Woodward. 1964. Factors Influencing the Design and
Operation of Soil Systems for Waste Treatment. Journal of Water Pollution Control Federation. 36:971-
983. Alexandria, VA.

Robertson, W. D. 1991. A Case Study of Ground Water Contamination from a Domestic Septic Sytem: 7.
Persistence of Di-Chlorobenzene. Environmental Toxicology and Chemistry. Vol 10.

. 1995. In-situ Denitrification of Septic System Nitrate Using Porous Media Barriers: Field Study.
Groundwater 33(1):99-110.

Robertson, W. D., S. L. Schiff, and C. J. Ptacek. 1998. Review of phosphate mobility and persistence in 10 septic
system plumes. Ground Water 36: 100-110.

Robertson, W. D., and J. Harman. 1999. Phosphate plume persistence at two decommissioned septic system sites.
Ground Water 37:228-236.

Rose B. J., D. W. Griffin and L. W. Nicosia. 1999. Virus Transport From Septic Tanks to Coastal Waters.
Proceedings of the Tenth Northwest Onsite Wastewater Treatment Short Course and Equipment
Exhibition. University of Washington, Seattle, WA.

Siegrist, R. L., D. L. Anderson, and D. L. Hargett. 1986. Large Soil Absorption Systems for Wastewaters from
Multiple Home Developments. EPA 600/52-86/023, U.S. Environmental Protection Agency, MERL,
Cincinnati, OH.

Siegrist, R. L., E. J. Tyler, and P. D. Jenssen. 2001. Design and Performance of Onsite Wastewater Soil
Absorption Systems. National Research Needs: Risk-Based Decision Making for Onsite Wastewater
Treatment. EPRI report no. 1001446, Electric Power Research Institute, Palo Alto, CA.

Siegrist, R. L., J. E. McCray, and K. S. Lowe. 2004. Wastewater Infiltration Into Soil and the Effects of
Infiltrative Surface Architecture. Small Flows Quarterly. 5(1):29-39.

State Water Board. See California State Water Resources Control Board.

Ternesa, T. A., M. Stumpf, J. Muellera, K. Haberera, R-D. Wilken, and M. Servos. 1996. Behavior and
occurrence of estrogens in municipal sewage treatment plants — I. Investigations in Germany, Canada
and Brazil. The Science of the Total Environment 225(1-2):81-90.

AB 885 On-site Wastewater Treatment Systems Program DEIR EDAW
State Water Resources Control Board 8-3 References



Tchobanoglous, G., and F. L. Burton. 1991. Wastewater Engineering: Treatment, Disposal, and Reuse. 3rd
edition. McGraw-Hill, New York, NY.

Ternes, T. A. 1998. Occurrence of drugs in German sewage treatment plants and rivers. Water Research 32(11):
3245-3260.

U.S. Census Bureau. 2002. Demographic Trends in the 20th Century. Washington, DC.

. 2006. Historical Census of Housing Tables: Sewage Disposal. Available:
<http://lwww.census.gov/hhes/www/housing/census/historic.sewage.html>. Accessed February 27, 2006.

U.S. Environmental Protection Agency. 1999. Review of Potential Modeling Tools and Approaches to Support the
BEACH Program. Office of Science and Technology, Standards and Applied Science Division,
Washington, DC.

——— 2002 (February). Onsite Wastewater Treatment Systems Manual. (EPA/625/R-00/008.) Office of
Water, Office of Research and Development. Washington, DC.

—— 2006. Total Maximum Daily Loads, 2006 Section 303(d) List Fact Sheet for California. Available:
<http://oaspub.epa.gov/waters/state_rept.control?p_state=CA>. Accessed 2007-2008.

Wilhelm, S. R., S. L. Schiff, and J. A. Cherry. 1994. Biogeochemical Evolution of Domestic Wastewater In
Septic Systems. 1. Conceptual-Model. Groundwater. 32(6):905-916.

Yates, M. V. and S. R. Yates. 1988. Modeling microbial fate in the subsurface environment. CRC Crit. Rev.
Environ. Control. 17:307-344.

CHAPTER 3.0, “REGULATORY SETTING”

Curtin, D. J., Jr., and C. T. Talbert. 2006. Curtin’s California Land Use and Planning Law. Solano Press Books,
Point Arena, CA.

SECTION 4.1, “WATER QUALITY AND PUBLIC HEALTH”

Anderson, D. L., A. L. Lewis, and K. M. Sherman. 1991. Human Enterovirus Monitoring at Onsite Sewage
Disposal Systems in Florida. Pages 94-104 in On-site Wastewater Treatment: Individual and Small
Community Sewage Systems, Proceedings of the Sixth National Symposium on Individual and Small
Community Sewage Systems, December 16-17, 1991, Chicago, IL,. American Society of Agricultural
Engineers, St. Joseph, MI.

Anderson, D. L., R. J. Otis, J. I. McNeillie, and R. A. Apfel. 1994. In-situ Lysimeter Investigation of Pollutant
Attenuation in the Vadose Zone of a Fine Sand. In On-Site Wastewater Treatment: Proceedings of the
Seventh International Symposium on Individual and Small Community Sewage Systems. American
Society of Agricultural Engineers, St. Joseph, M.

Agency for Toxic Substances and Disease Registry. 2004. Frequently Asked Questions about Contaminants
Found at Hazardous Waste Sites. Available: <http://www.atsdr.cdc.gov/toxfaq.html#bookmark01>.
Accessed 2008.

ATSDR. See Agency for Toxic Substances and Disease Registry.

EDAW AB 885 On-site Wastewater Treatment Systems Program DEIR
References 8-4 State Water Resources Control Board



Ayres Associates. 1993a. Onsite Sewage Disposal System Research in Florida: An Evaluation of Current OSDS
Practices in Florida. Report to the Department of Health and Rehabilitative Services, Environmental
Health Program, Tallahassee, FL Ayres Associates, Madison, WI.

——— 1993Db. The Capability of Fine Sandy Soils for Septic Tank Effluent Treatment: A Field Investigation at
an In-Situ Lysimeter Facility in Florida. Report to the Florida Department of Health and Rehabilitative
Services, Tallahassee, FL. Ayres Associates, Madison, WI.

Bachman, S., C. Hauge, R. McGlothlin, T. K. Parker, A. M. Saracino, and S. S. Slater. 2005. California
Groundwater Management, 2nd Ed. Groundwater Resources Association of California, Sacramento, CA.

Berg, G. 1973. Microbiology—detection and occurrences of viruses. Journal of the Water Pollution Control
Federation 45:1289-1294.

Bicki, T. J., R. B. Brown, M. E. Collins, R. S. Mansell, and D. J. Rothwell. 1984. Impact of On-Site Sewage
Disposal Systems on Surface and Groundwater Quality. Report to Florida Department of Health and
Rehabilitative Services, Institute of Food and Agricultural Science, University of Florida, Gainesville, FL.

Bouma, J., W. A. Ziebell, W. G. Walker, P. G. Olcott, E. McCoy, and F. D. Hole. 1972. Soil Absorption of Septic
Tank Effluent: A Field Study of Some Major Soils in Wisconsin. Information circular no. 20. University of
Wisconsin Extension Geological and Natural History Survey, Madison, WI.

Bounds, T. R. 1994. Septic Tank Septage Pumping Intervals. In On-Site Wastewater Treatment: Proceedings of
the Seventh International Symposium on Individual and Small Community Sewage Systems. American
Society of Agricultural Engineers, St. Joseph, M.

Bounds, T. R. 1997. Site Characterization and Design of Onsite Septic Systems ASTM STP 901, M. S. Bedinger,
A.l. Johnson, and J.S. Fleming, Eds., American Society for Testing Materials, Philadelphia, 1997.

Bradley, Barbara. Owner, Advanced Onsite Wastewater Systems, Inc., Escondido, CA. April 29, 2008—
telephone conversation with Andrea Shephard of EDAW regarding application rate requirements in
California.

Brown, K. W., J. F. Slowey, and H. W. Wolf. 1978. The Movement of Salts, Nutrients, Fecal Coliform and Virus
below Septic Leach Fields in Three Soils. In Home Sewage Treatment, Proceedings of the Second
National Home Sewage Treatment Symposium, December 12-13, 1977, Chicogo, IL, pages 208-217.
American Society of Agricultural Engineers, St. Joseph, MI.

Burkholder, J. A. and H. B. Glasgow, Jr. 1997. Pfiesteria piscicida and other Pfiesteria dinoflagellates behaviors,
impacts, and environmental controls. Limnol. Oceanography 42:1052-1075.

Byers, M. E., K. E. Zoeller, and J. D. Fletcher. 2001. Septic Tank Effluent Filters: Monitoring and Assessment. In
On-Site Wastewater Treatment: Proceedings of the Ninth International Symposium on Individual and
Small Community Sewage Systems. American Society of Agricultural Engineers, St. Joseph, MI.

California Department of Water Resources. 1981. Water well standards: State of California, Bulletin 74-80.

—— 1998 (November). California Water Plan Update, Bulletin 160-98.

———. 2003 (October). California’s Ground Water, Bulletin 118—Update 2003. 246 pages.

———. 2005 (December). California Water Plan Update 2005. Bulletin 160-05. Volume 3.

AB 885 On-site Wastewater Treatment Systems Program DEIR EDAW
State Water Resources Control Board 8-5 References



California State Water Resources Control Board. 1988 (October). Nitrate in the Drinking Water. Report to the
Legislature. Report No. 88-11WQ. Division of Water Quality. Sacramento, CA.

. 2002. Review of Technologies for the Onsite Treatment of Wastewater in California. Prepared by H.
Leverenz, G. Tchobanoglous, and J. Darby, Center for Environmental and Water Resources Engineering,
UCD Code Report No. 02-02, 2002, 207 pages. University of California, Davis, CA.

California Stormwater Quality Association. 2003. California Stormwater BMP Handbook. Menlo Park, CA.

California Wastewater Training and Research Center and U.S. Environmental Protection Agency. 2003 (August).
Status Report: Onsite Wastewater Treatment Systems in California. Chico, CA.

Calwater. 1999. California Interagency Watershed Map of 1999 (CalWater Version 2.2.1). Available:
<http://lwww.ca.nrcs.usda.gov/features/calwater/#Data>. Accessed 2008.

CASQA. See California Stormwater Quality Association.

Colborn, T., D. Dumanoski, and J. Peterson Myers. 2005. Our Stolen Future. Available:
<http://www.ourstolenfuture.org/index.htm.> Accessed 2008.

Craun, G. F. 1984. Health aspects of ground water pollution. Pages 135-179 in Bitton and Gerba (eds.), Ground
Water Pollution Microbiology, John Wiley and Sons, Inc., New York, NY.

CWTRC. See California Wastewater Training and Research Center and U.S. Environmental Protection Agency.

DeWalle, F. B., D. Kalman, D. Norman, and J. Sung. 1985. Trace Volatile Organic Removals in a Community
Septic Tank. EPA/600/2-85-050. U.S. Environmental Protection Agency, Water Engineering Research
Laboratory, Cincinnati, OH.

DWR. See California Department of Water Resources.
EPA. See U.S. Environmental Protection Agency.

EPRI. 2001 (March). National Research Needs Conference Proceedings: Risk-Based Decision Making for Onsite
Wastewater Treatment. 1001446. Sponsored by EPRI, U.S. Environmental Protection Agency, and
National Decentralized Water Resources Capacity Development Project. Palo Alto, CA.

Evanko, C. R., and D. A. Dzombak. 1997. Remediation of Metals-Contaminated Soils and Groundwater.
Technical evaluation report TE-97-01, Ground-Water Remediation Technologies Analysis Center,
Pittsburgh, PA.

Felsot, A. 1994. Pesticides, estrogen activity and breast cancer: new cause for regulatory concern? Agrichem.
Environ. News 97:8-10.

Gerba, C. P., J. B. Rose, and C. N. Haas. 1996. Sensitive populations: who is at the greatest risk? Int. J. Food
Microbiol. 30:113-123.

Hagedorn, C. 1982. Transport and Fate: Bacterial Pathogens in Ground Water. Pages 153-171 in Microbial
Health Considerations of Soil Disposal of Domestic Wastewaters, proceedings of a conference,
University of Oklahoma, Norman, May 11-12, 1982, EPA-600/9-83- 017. U.S. Environmental Protection
Agency, Cincinnati, OH.

EDAW AB 885 On-site Wastewater Treatment Systems Program DEIR
References 8-6 State Water Resources Control Board



Hinkle, S. R., R. J. Weick, J. M. Johnson, J. D. Cahill, J. D. Smith, G. Steven, and B. J. Rich. 2005. Organic
Wastewater Compounds, Pharmaceuticals, and Coliphage in Groundwater Receiving Discharge from
Onsite Wastewater Treatment systems Near La Pine, Oregon: Occurrence and Implications for
Transport. Project No. WU-HT-03-05. Prepared for the National Decentralized Water Resources
Capacity Development Project, Washington University, St. Louis, MO, by Oregon Department of
Environmental Quality, Portland, OR.

Huffman & Carpenter, Inc. 2003. Cumulative Water Quality Analysis Report for the Lahontan Development
1996-2002. Reno, NV.

Jenssen, P. D., and R. L. Siegrist. 1990. Technology Assessment of Wastewater Treatment by Soil Infiltration
Systems. Water Science Technology, Vol. 22.

Kotak, B. G., E. E. Prepas, and S. E. Hrudey. 1994. Blue-green algal toxins in drinking water supplies: Research
in Alberta. Lake Line 14:37-40.

Laak, Rein. 1986. Wastewater Engineering Design for Unsewered Areas, 2nd edition. Technomic Publishing
Company, Inc., Lancaster, PA.

MacMahon, B. 1994. Pesticide residues and breast cancer? (Editorial). J. National Cancer Institute 86(8):572—
573.

Manahan, S. E. 1994. Environmental Chemistry. Sixth Edition. Lewis Publishers, Albany, GA.
Martin, A. and G. D. Cooke. 1994. Health risks in eutrophic water supplies. Lake Line 14:24-26.

McGaughey, P. H. and R. B. Krone. 1967. Soil Mantel as a Wastewater Treatment System. Page 201. SERL
Report, 67-11, University of California, Berkeley, CA.

North Coast Regional Water Board. 2007. Water Quality Control Plan for the North Coast Region. North Coast
Regional Water Quality Control Board, Santa Rosa, CA.

Nielsen, A. M, A J. DeCarvalho, D. C. McAvoy, L. Kravetz, M. L. Cano, and D. L. Anderson. 2002.
Investigation of an Onsite Wastewater Treatment System in Sandy Soil: Site Characterization and Fate of
Anionic and Nonionic Surficants. Environmental Toxicology and Chemistry 21(12): 2606—2616.

Pierzynski, G. M., J. T. Sims, and G. F. Vance. 2000. Soils and Environmental Quality (2nd edition) CRC Press,
Boca Raton, FL.

Planert, M., and J. S. Williams. 1995. Groundwater Atlas of the United States: California, Nevada. HA 730-B.
United States Geological Survey.

Robertson, W. D. 1991. A case study of ground water contamination from a domestic septic system: 7.
persistence of dichlorobenzene. Environmental Toxicology and Chemistry Vol. 10.

Safe, S. 1995. Do environmental estrogens play a role in development of breast cancer in women and male
reproductive problems? Human and Ecological Risk Assessment 1(2):17-23. Cited in State Water Board
2000.

Schnoor, J. 1996. Environmental Modeling. Fate and Transport of Pollutants in Water, Air, and Soil. John Wiley
and Sons, Inc., Hoboken, NJ.

AB 885 On-site Wastewater Treatment Systems Program DEIR EDAW
State Water Resources Control Board 8-7 References



Siegrist, R. L., E. J. Tyler, and P. D. Jenssen. 2000 (September). Design and Performance of Onsite Wastewater
Soil Absorption Systems. In EPRI Community Environmental Center, 2001 (March), National Research
Needs Conference Proceedings: Risk-Based Decision Making for Onsite Wastewater Treatment.
1001446. Sponsored by EPRI, U.S. Environmental Protection Agency, and National Decentralized Water
Resources Capacity Development Project. Palo Alto, CA.

Sobsey, M. D. 1983. Transport and Fate of Viruses in Soils. In Microbial Health Considerations of Soil Disposal
of Domestic Wastewaters, proceedings of a conference, May 11-12, 1982, University of Oklahoma. EPA-
600/9-83-017. U.S. Environmental Protection Agency, Cincinnati, OH.

State Water Board. See California State Water Resources Control Board.

University of Wisconsin-Madison. 1978. Management of Small Wastewater Flows. EPA- 600/7-78-173. U.S.
Environmental Protection Agency, Office of Research and Development, Municipal Environmental
Research Laboratory (MERL) Cincinnati, OH.

Updegraff, D. M. 1983. Plugging and Penetration of Reservoir Rock by Microorganisms. Pages 80-85. in E. C.
Donaldson and J. B. Clark (Eds.), Proc. International Conference on the Microbial Enhancement of Qil
Recovery, Proceedings. U.S. Dept. of Eng. Bartlesville Energy Tech. Center, Bartlesville, OK.

U.S. Environmental Protection Agency. 1977. Environmental Effects of Septic Tank Systems, EPA-6000/3-77-
096, Scalf, Marion R. and Dunlap, William J., Groundwater Research Branch, Ada, OK and Kreissl,
James F., Systems and Engineering Evaluation Branch, Cincinnati, OH; Robert S. Kerr Environmental
Research Laboratory, EPA, Ada, OK.

U.S. Environmental Protection Agency. 1980 (October). Onsite Wastewater Treatment and Disposal Systems,
EPA 625/1-80-012. Washington, DC.

U.S. Environmental Protection Agency. 1996a. National Water Quality Inventory Report to Congress. 305b
Report. EPA 841-R-97-008. Washington, DC.

——. 1996b. Clean Water Needs Survey Report to Congress. Available:
<http://lwww.epa.gov/owm/toc.htm>. Accessed 2008.

—— 1999. Review of Potential Modeling Tools and Approaches to Support the BEACH Program. Office of
Science and Technology, Standards and Applied Science Division, Washington, DC.

———.2000. Current Drinking Water Standards. Office of Ground Water and Drinking Water. Washington,
DC.

. 2002 (February). Onsite Wastewater Treatment Systems Manual. Office of Water, Office of Research
and Development. EPA/625/R-00/008. Washington, DC.

———. 2006. Total Maximum Daily Loads, 2006 Section 303(d) List Fact Sheet for California. Available:
<http://oaspub.epa.gov/waters/state_rept.control?p_state=CA>. Accessed 2007-2008.

U.S. Geological Survey. 1999. Ground Water U.S. Geological Survey General Interest Publication, Reston,
Virginia. Available: <http://capp.water.usgs.gov/GIP/gw_gip/>. Accessed 2008.

USGS. See U.S. Geological Survey.

Van Cuyk, S. M., R. L. Siegrist, and A. L. Logan. 2001a. Evaluation of Virus and Microbiological Purification in
Wastewater Soil Absorption Systems Using Multicomponent Surrogate and Tracer Additions. On-Site

EDAW AB 885 On-site Wastewater Treatment Systems Program DEIR
References 8-8 State Water Resources Control Board



Wastewater Treatment: Proceedings of the Ninth National Symposium on Individual and Small
Community Sewage Systems. American Society of Agricultural Engineers, St. Joseph, M.

Van Cuyk, S., R. L. Siegrist, A. Logan, S. Masson, E. Fischer, and L. Figueroa. 2001b. Hydraulic and purification
behaviors and their interactions during wastewater treatment in soil infiltration systems. Water Research.
35(4):953-964.

Walker, W. G., J. Bouma, D. R. Keeney, and F. R. Magdoff. 1973a. Nitrogen transformations during subsurface
disposal of septic tank effluent in sands: I. Soil transformations. Journal of Environmental Quality 2:475.

Walker, W. G., J. Bouma, D. R. Keeney, and P. G. Olcott. 1973b. Nitrogen transformations during subsurface
disposal of septic tank effluent in sands: 1l. Ground water quality. Journal of Environmental Quality
2:521-525.

Washington State University. 2004. Cation-Exchange Capacity (CEC). Available at:
http://soils.tfrec.wsu.edu/webnutritiongood/soilprops/04CEC.htm. Accessed September 2008.

Whelan, B. R., and Z. V. Titmanis. 1982. Daily chemical variability of domestic septic tank effluent. Water, Air,
and Soil Pollution 17:131-139.

Wisconsin Department of Commerce. 1998 (August 24). Final Environmental Impact Statement For Proposed
Changes to Chapter Comm 83, 85 and Other Related Rules Regulating Private Onsite Wastewater
Treatment Systems (POWTS). Madison, WI.

WI DOC. See Wisconsin Department of Commerce.

Winter, T. C., J. W. Harvey, O. L. Franke, and W. M. Alley. 1998. Ground Water and Surface Water: A Single
Resource. U.S. Geological Survey Circular 1139. Denver, CO.

Winneberger, J. H. T. 1984. Septic-Tank Systems, A Consultant’s Toolkit, Vol. 1 Subsurface Disposal of Septic-
Tank Effluents, Ann Arbor Science, Stoneham, MA.

Wisconsin Department of Commerce. 1998 (August). Final Environmental Impact Statement for Proposed
Changes to Chapter Comm 83, 85 and Other Related Rules Regulating Private Onsite Wastewater
Treatment Systems (POWTS). Wisconsin.

WSU. See Washington State University.

Yates, M. V. 1987 (June). Septic Tank Siting to Minimize the Contamination of Ground Water by
Microorganisms. U.S. Environmental Protection Agency Office of Ground Water Protection, Washington
D.C. Page 87.

SECTION 4.2, “BIOLOGICAL RESOURCES”

Anderson, D. L., A. L. Lewis, and K. M. Sherman. 1991. Human Enterovirus Monitoring at Onsite Sewage
Disposal Systems in Florida. Pages 94-104 in On-site Wastewater Treatment: Individual and Small
Community Sewage Systems, Proceedings of the Sixth National Symposium on Individual and Small
Community Sewage Systems, December 16-17, 1991, Chicago, IL,. American Society of Agricultural
Engineers, St. Joseph, MI.

Anderson, D. L., R. J. Otis, J. I. McNeillie, and R. A. Apfel. 1994. In-situ Lysimeter Investigation of Pollutant
Attenuation in the Vadose Zone of a Fine Sand. In On-Site Wastewater Treatment: Proceedings of the

AB 885 On-site Wastewater Treatment Systems Program DEIR EDAW
State Water Resources Control Board 8-9 References



Seventh International Symposium on Individual and Small Community Sewage Systems. American
Society of Agricultural Engineers, St. Joseph, M.

Ayres Associates. 1993a. Onsite Sewage Disposal System Research in Florida: An Evaluation of Current OSDS
Practices in Florida. Madison, WI. Report to the Department of Health and Rehabilitative Services,
Environmental Health Program, Tallahassee, FL.

—— . 1993h. The Capability of Fine Sandy Soils for Septic Tank Effluent Treatment: A Field Investigation at
an In-Situ Lysimeter Facility in Florida. Madison, WI. Report to the Florida Department of Health and
Rehabilitative Services, Tallahassee, FL.

Boesch, D. F., D. A. Anderson, R. A. Horner, S. E Shumway, P. A. Tester, and T. E. Whitledge. 1997 (February).
Harmful Algal Blooms in Coastal Waters: Options for Prevention, Control and Mitigation. National
Oceanic and Atmospheric Administration Coastal Ocean Program, Decision Analysis Series No. 10,
Special Joint Report with the National Fish and Wildlife Foundation.

Bouma, J., W. A. Ziebell, W. G. Walker, P. G. Olcott, E. McCoy, and F. D. Hole. 1972. Soil Absorption of Septic
Tank Effluent: A Field Study of Some Major Soils in Wisconsin. Information circular no. 20. University of
Wisconsin Extension Geological and Natural History Survey, Madison, WI.

California Environmental Resources Evaluation System. 2005. California’s Bioregions. Available:
<http://lwww.ceres.ca.gov/geo_area/bioregions/>. Accessed January 16, 2008.

. California’s Costal and Ocean Bioregions. Available:
<http://ceres.ca.gov/ocean/geo_area/bioregions/bioregion_index.html>. Accessed January 16, 2008.

California State Water Resources Control Board. 2006. Ammonia. Nonpoint source pollution control program.
Available: http://www.swrcb.ca.gov/nps/docs/cwtguidance/3310fs.pdf Accessed January 15, 2008.

CERES. See California Environmental Resources Evaluation System.

Cliver, D. O. 2000. Research Needs in Decentralized Wastewater Treatment and Management: Fate and Transport
of Pathogens. In EPRI Community Environmental Center, 2001 (March), National Research Needs
Conference Proceedings: Risk-Based Decision Making for Onsite Wastewater Treatment. 1001446.
Sponsored by EPRI, U.S. Environmental Protection Agency, and National Decentralized Water
Resources Capacity Development Project. Palo Alto, CA.

Conrad, P. A., M. A. Miller, C. Kreuder, E. R. James, J. Mazet, H. Dabritz, D. A. Jessup, F. Gulland, and M. E.
Grigg. 2005. Transmission of Toxoplasma: Clues from the study of sea otters as sentinels of Toxoplasma
gondii flow into the marine environment. International Journal for Parasitology 35(11-12):1155-1168.

Environment Canada. 2005. Toxic Metals Weigh Heavy on Birds. Science and Environment Bulletin. Available:
<http://lwww.ec.gc.ca/science/sandejan02/articlel_e.html>. Accessed January 23, 2008.

Evans, J. J., Pasnik, D. J., Brill, G. C., Klesius, P. H. 2006. Un-ionized ammonia exposure in Nile Tilapia:
Toxicity, Stress Response, and Susceptibility to Streptococcus agalactiae. North American Journal of
Aguaculture. 68(1):23-33.

Jenssen, B. M. 2006 (April). Endocrine-Disrupting Chemicals and Climate Change: A Worst-Case Combination
for Arctic Marine Mammals and Seabirds? Environmental Health Perspectives S-1 (114). Available:
<http://www.ehponline.org/members/2005/8057/8057.html>. Accessed January 22, 2008.

EDAW AB 885 On-site Wastewater Treatment Systems Program DEIR
References 8-10 State Water Resources Control Board



Kuster, M. et al. 2005. Estrogens and Progesterones in Wastewater, Sludge, Sediments and Soil. Pages 1-24 in
The Handbook of Environmental Chemistry, Vol. 5, Part O. Springer-Verlag, Berlin-Heidelberg,
Germany.

McGaughey, P. H. and R. B. Krone. 1967. Soil Mantel as a Wastewater Treatment System. Page 201. SERL
Report, 67-11, University of California, Berkeley, CA.

Miller, M. et al. 2007. Persistent Organic Pollutant Concentrations in Southern Sea Otters (Enhydra lutris
nereis): Patterns with Respect to Environmental Risk Factors and Major Causes of Mortality. Report
prepared for the Central Coast Regional Water Quality Control Board.

National Marine Fisheries Service. 1997. NMFS Proposed Recovery Plan for the Sacramento River Winter-Run
Chinook Salmon. Southwest Region, Long Beach, California. Available:
<http://swr.nmfs.noaa.gov/hcd/toc.pdf>. Accessed January 15, 2008.

National Oceanic and Atmospheric Administration. 2005. Effects Associated with Chemical and Trace Element
Contamination in Marine Mammals. Available: <http://stellwagen.noaa.gov/science/
sitecharacterization/chemtrace.html>. Accessed January 23, 2008.

National Oceanic and Atmospheric Administration and Woods Hole Oceanographic Institution. 2007. Harmful
Algae. Available: <http://www.whoi.edu/redtide/page.do?pid=9682\>. Accessed March 4, 2008.

NMFS. See National Marine Fisheries Service.
NOAA. See National Oceanic and Atmospheric Administration.

NOAA and WHOI. See National Oceanic and Atmospheric Administration and Woods Hole Oceanographic
Institution.

Rachowicz, L. J., J. M. Hero, R. A. Alford, J. W. Taylor, J. A.T. Morgan, V. T. Vredenburg, J. P. Collins, and C.
J. Briggs. 2005. The Novel and Endemic Pathogen Hypotheses: Competing Explanations for the Origin of
Emerging Infectious Diseases of Wildlife. Conservation Biology 19(5):1441-1448.

Scholin, C. A., F. Gulland, G. J. Doucette, S. Benson, M. Busman, F. P. Chavez, J. Cordaro, R. DeLong, A. De
Vogelaere, J. Harvey, M. Haulena, K. Lefebvre, T. Lipscomb, S. Loscutoff, L. J. lowenstine, R. Marin
3rd, P. E. Miller, W. A. McLellan, P. D. Moeller, C. L. Powell, T. Rowles, P. Silvagni, M. Silver, T.
Spraker, V. Trainer, F. M. Van Dolah. 2000 (January 6). Mortality of sea lions along the central
California coast linked to a toxic diatom bloom. Nature 403(6765):80-4. Available:
http://www.ncbi.nlm.nih.gov/pubmed/10638756?0rdinalpos=1&itool=EntrezSystem2.PEntrez.Pubmed.P
ubmed_ResultsPanel.Pubmed_RVAbstractPlusDrugsl. Accessed March 4, 2008.

Science Daily News. 2007 (September 25). Pollution Drives Frog Deformities by Ramping Up Infections.
Available: <http://www.sciencedaily.com/releases/2007/09/070925130649.htm>. Accessed January 23,
2008.

State Water Board. See California State Water Resources Control Board.

University of Wisconsin-Madison. 1978. Management of Small Wastewater Flows. EPA- 600/7-78-173. U.S.
Environmental Protection Agency, Office of Research and Development, Municipal Environmental
Research Laboratory (MERL) Cincinnati, OH.

U.S. Environmental Protection Agency. 1998. Southern California Costal Study. Region 9 Water Program.
Available: <http://www.epa.gov/region09/water/oce/sccoast/index.html>. Accessed March 3, 2008.

AB 885 On-site Wastewater Treatment Systems Program DEIR EDAW
State Water Resources Control Board 8-11 References



——— 2002 (February). Onsite Wastewater Treatment Systems Manual. EPA/625/R-00/008. Office of Water,
Office of Research and Development. Washington, DC.

U.S. Fish and Wildlife Service. 2001. Final Restoration Plan for the Anadromous Fish Restoration Program A
Plan to Increase Natural Production of Anadromous Fish in the Central Valley of California. Adopted
January 9, 2001. Available: <http://www.delta.dfg.ca.gov/afrp/documents/finalrestplan.pdf.> Accessed
March 25, 2008.

USFWS. See U.S. Fish and Wildlife Service.

U.S. Geological Survey. 2003. Bioregions of the Pacific Southwest. Available:
<http://www.werc.usgs.gov/bioregions.html>. Accessed January 16, 2008.

. 2006 (October). Investigations of the Effects of Synthetic Chemicals on the Endocrine System of
Common Carp in Lake Mead, Nevada and Arizona. Fact Sheet 2006-3131, Version 1.1. Available:
<http://pubs.usgs.gov/fs/2006/3131/.> Accessed March 3, 2008.

USGS. See U.S. Geological Survey.

Van Cuyk, S., R. L. Siegrist, A. Logan, S. Masson, E. Fischer, and L. Figueroa. 2001. Hydraulic and purification
behaviors and their interactions during wastewater treatment in soil infiltration systems. Water Research.
35(4):953-964.

Vitousek, P. M., J. Aber, R. W. Howarth, G. E. Likens, P. A. Matson, D. W. Schindler, W. H. Schlesinger, and G.
D. Tilman. 1997 (February). Human Alteration of the Global Nitrogen Cycle: Causes and Consequences.
Ecology 1:2,5-10. Available: <http://www.esa.org/science_resources/issues/FileEnglish/issuel.pdf>.
Accessed January 15, 2008.

SECTION 4.3, “LAND USE AND PLANNING”

Beeson, Susan. Sanitary Engineering Associate. Santa Ana Regional Water Quality Control Board. Riverside,
CA. August 6, 2007—telephone conversation with Jeanine Hinde of EDAW regarding the MOUSs
between the Santa Ana Regional Water Quality Control Board and local jurisdictions. November 28,
2007—e-mail correspondence with Jeanine Hinde regarding waste discharge prohibition areas and
minimum lot size requirements.

California Department of Finance. 2004 (May). Population Projections by Race/Ethnicity for California and Its
Counties 2000-2050. Sacramento, CA.

—— 2005 (May). E-1 City/County Population Estimates, with Annual Percent Change. January 1, 2004
and 2005. Sacramento, CA.

California State Water Resources Control Board. 1980 (January). Guidelines for Mound Systems. Sacramento,
CA. Prepared by Alan T. Ingham. Sacramento, CA.

Curtin, D. J. Jr., and C. T. Talbert. 2006. Curtin’s California Land Use and Planning Law. Solano Press. 26th
Edition. Point Arena, CA.

Danz, Doug. On-Site Sanitary Official. Town of Paradise Public Works Department, Paradise, CA. July 2,
2007—telephone conversation with Jeanine Hinde of EDAW on regulation of on-site wastewater
treatment systems (OWTS) in the town. July 12 and 17, 2007—e-mail correspondence with Jeanine
Hinde regarding regulation of OWTS in the town.

EDAW AB 885 On-site Wastewater Treatment Systems Program DEIR
References 8-12 State Water Resources Control Board



Dellenbach, Greg. Environmental Health Specialist. Riverside County Department of Environmental Health,
Riverside, CA. March 24 and 27, 2006—telephone conversations with Jeanine Hinde of EDAW on
regulation of OWTS in Riverside County.

DOF. See California Department of Finance.

Edison, Wiles. Senior Environmental Health Specialist. Sonoma County Permit and Resource Management
Department. Santa Rosa, CA. April 26, 2006—telephone conversation with Jeanine Hinde of EDAW on
local regulatory issues.

EPA. See U.S. Environmental Protection Agency.

Gaiser, Bob. Planner 111. Sonoma County Permit and Resource Management Department. Santa Rosa, CA. April
19, 2006 and March 16, 2007—telephone conversation and e-mail exchange with Jeanine Hinde of
EDAW on the County’s general plan.

Governor’s Office of Planning and Research. 2003 (October). State of California General Plan Guidelines 2003.
Sacramento, CA.

Haraksin, Marc. Environmental Health Specialist I11. County of Riverside Community Health Agency, District
Environmental Service Division, Environmental Resources Management, Riverside, CA. July 5, 2007—
telephone conversation with Jeanine Hinde of EDAW regarding management of OWTS in Riverside
County.

Inyo County. 2001 (December 11). 2001 Inyo County General Plan Update. Adopted by the Inyo County Board
of Supervisors on December 11, 2001. Independence, CA. Available:
<http://inyoplanning.org/general_plan/index.htm>. Accessed during March 2006.

Koutsky, Joe. Water Resource Control Engineer. California Regional Water Quality Control Board, Lahontan
Region, Victorville, CA. August 13, 2007—e-mail exchange with Jeanine Hinde of EDAW regarding
MOUs with cities and counties that address management of OWTS.

Lahontan Regional Water Board. See Lahontan Regional Water Quality Control Board.

Lahontan Regional Water Quality Control Board, Lahontan Region. 1995 (March 31). Water Quality Control
Plan for the Lahontan Region: North and South Basins. As amended. South Lake Tahoe, CA. Available:
<http://www.waterboards.ca.gov/lahontan/BPlan/BPlan_Index.htm>. Accessed during March and April
2006.

Leach, Randy. Division Manager. Well and Septic Division of the Sonoma County Permit and Resource
Management Department, Santa Rosa, CA. April 26, 2006—telephone conversation with Jeanine Hinde
of EDAW on local regulatory issues.

Marks, Sorrel. Sanitary Engineering Associate. Central Coast Regional Water Quality Control Board, San Luis
Obispo, CA. August 3, 2007—telephone conversation with Jeanine Hinde of EDAW regarding the nature
of the shared authority for permitting and management of OWTS in Santa Cruz County.

Martinez, Sam. Supervising Environmental Specialist. Riverside County Department of Environmental Health,
Riverside, CA. July 31, 2007—telephone conversation with Jeanine Hinde of EDAW regarding
coordination with applicable regional water boards for permitting and management of OWTS in Riverside
County.

AB 885 On-site Wastewater Treatment Systems Program DEIR EDAW
State Water Resources Control Board 8-13 References



Moskowitz, Marvin. Environmental Health Director. Inyo County Environmental Health Services Department,
Bishop and Independence, CA. March 27 and 28, 2006—telephone conversations with Jeanine Hinde of
EDAW on regulation of OWTS in Inyo County.

Ricker, John. Water Resources Program Coordinator. Santa Cruz County Environmental Health Services
Department, Santa Cruz, CA. March 2, 2006—e-mail transmission to Jeanine Hinde of EDAW with
current versions of reports on the San Lorenzo River Watershed. March 10, 2006—telephone
conversation with Jeanine Hinde regarding analysis of septic constraint areas and water quality constraint
areas. June 18, 2007—telephone conversation with Jeanine Hinde; and June 18 and 28, 2007—e-mail
correspondence with Jeanine Hinde on the County’s regulatory requirements for management of OWTS.

Riverside County. 1981 (August). Waste Disposal for Individual Homes, Commercial and Industrial. County of
Riverside Health Services Agency, Department of Environmental Health. Riverside, CA.

———. 2003a (October 7). Riverside County General Plan. Adopted by the Riverside County Board of
Supervisors on October 7, 2003. Riverside, CA. Available: <http://www.rcip.org/generalplan.htm>.
Accessed during March 2006.

———.2003b (June 17). Final Multiple-Species Habitat Conservation Plan. Adopted by the Riverside County
Board of Supervisors on June 17, 2003. Part of the Riverside County Integrated Project. Riverside, CA.
Available: <http://rcip.org/conservation.htm>. Accessed during March 2006.

Santa Ana Regional Water Board. See Santa Ana Regional Water Quality Control Board.

Santa Ana Regional Water Quality Control Board. 1979 (January 24). Guidelines for Sewage Disposal from Land
Developments. Approved by State Water Board Resolution 79-46 (5/17/79). Riverside, CA.

—— 1995 (July 21). Water Quality Control Plan for the Santa Ana River Basin. As amended. Riverside,
CA. Available: <http://www.waterboards.ca.gov/santaana/html/basin_plan.html>. Accessed during April
2006.

Santa Cruz County. 1994 (May 24). 1994 General Plan/Local Coastal Program. Santa Cruz County Planning
Department. Adopted by the County Board of Supervisors on May 24, 1994. Santa Cruz, CA. Available:
<http://www.sccoplanning.com/general_plan.htm>. Accessed during March 2006 and 2007.

. 1995a (February). Wastewater Management Plan for the San Lorenzo River Watershed. Santa Cruz
County Health Services Agency, Environmental Health Service. Approved by the Central Coast Region
Regional Water Board by Resolution 95-04 on April 14, 1995. Adopted by the Santa Cruz County Board
of Supervisors on May 2, 1995. Santa Cruz, CA.

. 1995b (February). San Lorenzo Nitrate Management Plan Phase 11 Final Report. Santa Cruz County
Health Services Agency, Environmental Health Service. Approved by the Central Coast Region Regional
Water Board by Resolution 95-04 on April 14, 1995. Adopted by the Santa Cruz County Board of
Supervisors on May 2, 1995. Santa Cruz, CA.

—— 1999 (March). Septic Systems and Design Standards in Santa Cruz County. Santa Cruz County
Environmental Health Services Department. Santa Cruz, CA. Available: <http://sccounty01.co.santa-
cruz.ca.us/eh/sewage_disposal/ehseptic.htm>. Accessed during March 2006.

. 2001 (December 23). Draft San Lorenzo River Watershed Management Plan Update. Santa Cruz

County Water Resources Program, Environmental Health Services and Planning Department. Santa Cruz,
CA.

EDAW AB 885 On-site Wastewater Treatment Systems Program DEIR
References 8-14 State Water Resources Control Board



. 2004 (September). Minimum Separation Requirements from Bottom of Leaching Device to Seasonal
High Groundwater. Santa Cruz County Environmental Health Services Department. Santa Cruz, CA.
Available: <http://sccountyQ1.co.santa-cruz.ca.us/eh/sewage_disposal/sewage_disposal_home.htm.>
Accessed during March and April 2006.

Sonoma County. 1998 (December 31). 1989 Sonoma County General Plan. Sonoma County Permit and Resource
Management Department. Adopted by the Sonoma County Board of Supervisors on March 23, 1989.
Santa Rosa, CA. Adopted March 23, 1989. Third revision reflects amendments and corrections as of
December 31, 1998. Available: <http://www.sonoma-county.org/prmd/docs/gp/index.htm>. Accessed
during April 2006 and March 2007.

. 2006 (January). Sonoma County General Plan 2020, General Plan Update, Draft Environmental
Impact Report. State Clearinghouse No. 2003012020. Sonoma County Permit and Resource Management
Department. Santa Rosa, CA. Available: <http://www.sonoma-county.org/prmd/docs/eir/gp2020deir/
index.htm>. Accessed during April 2006.

. In prep. Public Hearing Draft of GP 2020. Sonoma County Permit and Resource Management
Department. Santa Rosa, CA. Available: <http://www.sonoma-county.org/prmd/gp2020/phdraft/
index.htm>. Accessed during April 2006 and March 2007.

Town of Paradise. 1992 (July). Town of Paradise On-site Wastewater Disposal Zone, Manual for the On-site
Treatment of Wastewater. Paradise, CA. Prepared by Wert and Associates, Inc.; Nolte and Associates;
and Dr. George Tchobanoglous.

—— 2005 (January). Town of Paradise 1994 General Plan: Volume I Policy Document. Adopted by the
Town Council on October 4, 1994, as amended through January 2005. Paradise, CA. Prepared for the
Town of Paradise Community Development Department by Quad Consultants.

U.S. Environmental Protection Agency. 2002 (February). On-site Wastewater Treatment Systems Manual.
EPA/625/R-00/008. Office of Water. Office of Research and Development. Washington D.C.

CHAPTER 5.0, “FISCAL AND ECONOMIC ANALYSIS OF THE PROPOSED
PROJECT”

Bradley, Barbara. Professional engineer. Advanced Onsite Systems, Inc., Escondido, CA. 2007—various
meetings, conference calls, and e-mails with project team members.

California Department of Finance. 2004 (May). Population Projections by Race/Ethnicity for California and Its
Counties 2000-2050. Sacramento, CA.

———. 2006 (May). E-5 Population and Housing Estimates, for Cities, Counties, and the State, 20012006,
with 2000 Benchmark. Sacramento, CA.

California Wastewater Training and Research Center, California State University, Chico, and Environmental
Protection Agency, Region 9. 2003 (August). Status Report: Onsite Wastewater Systems in California.
Chico, CA.

California Wastewater Training and Research Center, California State University, Chico, Chico Research
Foundation. 2004 (June). Onsite Sewage Treatment in California and the Progression Toward Statewide
Standards. Chico, CA. Prepared for National Decentralized Water Resources Capacity Development
Project Research Project, St. Louis, MO.

AB 885 On-site Wastewater Treatment Systems Program DEIR EDAW
State Water Resources Control Board 8-15 References



Giannopoulos, James and Todd Thompson. California State Water Resources Control Board, Sacramento, CA.
May 16, 18, 25, and 31, 2007—meetings and conference calls with project team members.

Hanemann, M., L. Pendleton, and C. Mohn. 2005 (November 3). Welfare estimates for five scenarios of water
quality change in Southern California. Submitted to the National Oceanic and Atmospheric
Administration.

Janes, Elizabeth. U.S. Environmental Protection Agency, Region 9. May, 2007—telephone discussion and e-mails
regarding the number of businesses using OWTS in California and the related lack of data available.

Natural Resources Defense Council. 2007 (August). Testing the Waters—A Guide to Water Quality at Vacation
Beaches, 17th edition. Authored by Mark Dorfman and Nancy Stoner. New York, NY.

Pennsylvania State Department of Agricultural and Biological Engineering. No date. Nitrates in Drinking Water.
Cooperative Extension Report F-136. Authored by Paul Robillard, William Sharpe, and Bryan Swistock.
University Park, PA.

Sonoma County Land Use Advisory Committee. 2007 (February). Minutes. Summary of the County’s EPA Grant
(Class V Injection Wells) Final Report regarding the number of commercial, industrial and agricultural
septic systems in the county.

TCW Economics. 2008 (February 29). Economic and Fiscal Effects of the Proposed Statewide Regulations for
Onsite Wastewater Treatment Systems. Sacramento, CA. Prepared for EDAW, Sacramento, CA.

Thompson, Todd. California State Water Resources Control Board, Sacramento, CA. June 28, 2007—
memorandum to EDAW entitled “Estimation of OWTS adjacent to 303(D) listed water bodies.”

U.S. Census Bureau. 2002. Demographic Trends in the 20th Century. Washington, DC.

. 2006a. Historical Census of Housing Tables: Sewage Disposal. Available:
<http://www.census.gov/hhes/www/housing/census/historic.sewage.html>. Accessed February 27, 2006.

—— . 2006h. County Business Patterns 2004, California. Washington, DC.

U.S. Environmental Protection Agency. 1997 (July). Economic Analysis of the Proposed California Water
Quality Toxics Rule. EPA-820-B-96-001. Office of Water 4301. Washington DC and San Francisco, CA.

CHAPTER 6.0, “ALTERNATIVES ANALYSIS”

Schiffman, I., M. Johns, and T. Banathy. 2003. On-Site Wastewater Treatment Technology and the Preservation
of Agricultural Land in California’s Central Valley. California Wastewater Training and Research
Center, California State University, Chico.

SECTION 7.1, “GROWTH-INDUCING IMPACTS”

California Department of Finance. 2007a (May). E-1 Population Estimates for Cities, Counties and the State with
Annual Percent Change. January 1, 2006 and 2007. Sacramento, CA.

——.2007b (July). Population Projections for California and Its Counties 2000-2050. Sacramento, CA.

California State Water Resources Control Board. 1980 (January). Guidelines for Mound Systems. Prepared by
Alan T. Ingham. Sacramento, CA.

EDAW AB 885 On-site Wastewater Treatment Systems Program DEIR
References 8-16 State Water Resources Control Board



DOF. See California Department of Finance.

Fire and Resource Assessment Program. 2001 (November 28). Development and Vegetation Trends. Technical
Working Paper. Sacramento, CA. Available online: http://frap.cdf.ca.gov/projects/
development_vegetation/ index.html Accessed multiple times during February, 2006.

———. 2004 (March 4). Map: Historical and Projected Development. Prepared based on a methodology for
creating historical housing density maps using “year structure built” data, as developed by Timothy P.
Duane of the University of California, Berkeley. Available at: http://frap.cdf.ca.gov/data/browsegraphic/
projdev00_map.gif. Accessed multiple times during February, 2006.

FRAP. See Fire and Resource Assessment Program.
Landis, J. D., and M. Reilly. Working Paper 2003-2004. How We Will Grow: Baseline Projections of the Growth
of California’s Urban Footprint through the Year 2100. Department of City and Regional Planning.

Institute of Urban and Regional Development, University of California, Berkeley. Berkeley, CA. Support
provided by the California Resources Agency and the California Energy Commission.

State Water Board. See California State Water Resources Control Board.

SECTION 7.2, “CUMULATIVE IMPACTS”

ARB. See California Air Resources Board.

California State Water Resources Control Board. 2004. Water Quality Control Policy for Developing California’s
Clean Water Act Section 303(d) List. Adopted September 2004. Sacramento, CA.

Central Coast Regional Water Quality Control Board. 2000 (September 15). San Lorenzo River Watershed Nitrate
Total Maximum Daily Load for Santa Cruz, California (Listed Waters: San Lorenzo River, Carbonera
Creek, Shingle Mill Creek, and Lompico Creek). San Luis Obispo, CA.

. 2007 (December 5). Total Maximum Daily Loads for Pathogens in San Lorenzo River Watershed
Waters (Including San Lorenzo River Estuary, San Lorenzo River, Branciforte Creek, Camp Evers Creek,
Carbonera Creek and Lompico Creek), Santa Cruz, California. San Luis Obispo, CA.

Central Coast Regional Water Board. See Central Coast Regional Water Quality Control Board.

California Department of Finance. May 2004. Population projections by race/ethnicity for California and its
counties 2000-2050. Sacramento, CA.DOF. See California Department of Finance.

EPA. See U.S. Environmental Protection Agency.

Fire and Resource Assessment Program. 2004 (March 4). Map: Historical and Projected Development. Prepared
based on a methodology for creating historical housing density maps using *“year structure built” data, as
developed by Timothy P. Duane of the University of California, Berkeley. Available at:
http://frap.cdf.ca.gov/data/browsegraphic/ projdev00_map.gif. Accessed multiple times during February,
2006.

FRAP. See Fire and Resource Assessment Program.

Governor’s Office of Planning and Research. 2003. State of California General Plan Guidelines 2003.
Sacramento, CA.

AB 885 On-site Wastewater Treatment Systems Program DEIR EDAW
State Water Resources Control Board 8-17 References



OPR. See Governor’s Office of Planning and Research.

San Diego Regional Water Quality Control Board. 2006 (November 30). California Regional Water Quality
Control Board San Diego Region Rainbow Creek Nutrient TMDLs Transfer Plan. San Diego, CA.

San Francisco Regional Water Quality Control Board. 2006 (November 13). Napa River Pathogen Total
Maximum Daily Load (TMDL). Resolution R2-2006-079. San Francisco, CA.

State Water Board. See California State Water Resources Control Board.

U.S. Environmental Protection Agency. 1977. Environmental Effects of Septic Tank Systems, EPA-6000/3-77-
096, Scalf, Marion R. and Dunlap, William J., Groundwater Research Branch, Ada, OK and Kreissl,
James F., Systems and Engineering Evaluation Branch, Cincinnati, OH; Robert S. Kerr Environmental
Research Laboratory, EPA, Ada, OK.

——— 2002 (February). Onsite Wastewater Treatment Systems Manual. (EPA/625/R-00/008.) Office of
Water, Office of Research and Development. Washington, DC.

. 2004. Total Maximum Daily Loads for Bacteria in the Malibu Creek Watershed US Environmental
Protection Agency Region 9. Established by: Catherine Kuhlman Acting Director, Water Division, EPA
Region 9. Available: <http://www.earth1.epa.gov/region09/water/tmdl/malibu/final_bacteria.pdf>.
Accessed September 22, 2008.

EDAW AB 885 On-site Wastewater Treatment Systems Program DEIR
References 8-18 State Water Resources Control Board





